
Formable Strong Versatile Durable and Aesthetically Pleasing







Chromadek coil
tensioned during the
paint process on the
paint line at ArcelorMittal
Vanderbijlpark Works.



Formability

Steel is generally regarded as a rigid material that offers strength and longevity. With

Chromadek, form meets function and offers versatile design possibilities desired by

architects, profilers and property developers in steel colour coated roofing and cladding.

At ArcelorMittal South Africa, the home of Chromadek, we're proud to announce that

exhaustive tests are done on Chromadek to ensure it meets the requirements that will stand

the test of time.

To ensure paint longevity the following tests are done on the Chromadek paint system:
a bend test to determine resistance to paint cracking
wet and dry film thickness to ensure paint thickness
hardness and gloss after curing
reverse impact testing to ensure adhesion
solvent rub tests to ensure proper curing

Collectively the tests done on Chromadek ensures that Chromadek remains in a stead-fast

state when the demands of exposure is placed on it.

Make Chromadek your preferred roofing solution

Testing for formability and durability
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Chromadek roofing as used
at the University of Pretoria.
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Ultim

Chromadek Ultim is the
ideal choice for coastal
and heavy industrial
applications.

This ultimately enables
colour coated steel roofing
to be applied in some of
the most demanding
environments in Africa.



Know what you buy

The identity of Chromadek is maintained in the African Heritage range of 14 colours that
Chromadek is produced in. Each colour carries a unique signature that adds the finishing
touches to a steel roof.

To make sure it's authentic Chromadek look out for the branding on the reverse side of the
roof sheeting.

Chromadek is available as either Chromadek Standard or Chromadek Ultim designed for
exposure and use in different atmospheric conditions:

Coating configuration

At first glance roofing paint systems appear similar but each has qualities and properties

that set it apart more so with Chromadek. When you see a Chromadek roof it's designed in

a  paint system that's  unique and specifically developed for African climatic conditions.

The uniqueness of Chromadek resides in the paint coating which is oven cured at elevated

temperatures. Through enhancements made to the paint system the following can be

realised:

Improved gloss and colour retention ensuring longevity
A heat reflective colour range that's energy efficient

As the paint system is applied under controlled conditions on a continuous paint line the

result is exceptional paint adhesion and corrosion resistance unequalled by any hand

painted roofing and unmatched by alternative roofing materials.

Chromadek provides the assurance of colour coated steel roofing and cladding that carries

a warranty. The paint system is designed to provide resistance to fading, blistering and

chalking taking into account fluctuation from the natural elements of heat, cold, hail and UV

rays to which Chromadek is exposed.
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Standard Chromadek
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Chromadek Ultim
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Is intended for use under rural, Industrial
(mildly chemically polluted) or moderate
marine conditions
Comprises a Z200 hot-dipped galvanized
substrate pre-primed with a  primer (Dry
film thickness (DFT) of 5µm) and finished
with a final paint coat (DFT of 18 - 22µm) on
the top surface.
A single backing coat (DFT of 8µm) is
normally applied to the reverse side of the
sheet.

Is intended for heavy industrial or marine
conditions,
Comprises a Z275 hot-dipped galvanised
substrate, pre-primed with a chrome free
primer (DFT of 20µm) and  finished with a
final coat (DFT of 18 - 22µm) on the top
surface, giving a total dry film thickness of
38 - 42µm.
The reverse surface is coated with a 10µm
corrosion resistant chrome free primer
and a 10µm top surface paint system.
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